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ZIGZAG CLASSIC

¢ 100 % selected
e American Qak, origin certified
e French Oak, PEFC certified

MINI ZIGZAG

100 % natural open-air dried

24-30 months [ 20-24 months

Convection toasted. 100 % repeatable. Client recipes on request. Ambrosia
Flavour Boost: 3 standard recipes: Sweet, Complex & Intense. Extensive
toasting times up to 240 minutes

50% - 16 25% - 13
pairs of staves pairs of staves
25% - 8 16,5% - 9
pair of staves pair of staves
35x3,2x1,4 cm 30x2,3x0,8 cm

Also available in poly-ethylene mesh
50% =1 m2 of wood 25% = 0,5 m2 of wood

25% =0,5 m2 of wood 16,5% = 0,3 m2 of wood

WWCR of 100% is based on a stardard 225 L barrel,with a total contact
surface of 2,06 m2 or 109,22 L/m2

Other dimensions and contact surfaces on request

Unions and plastic food dividers or mesh version. Stainless steel eye bolt
allowed to engage the hook (not included)

Adaptable to all types and barrels capacity
For the bung hole
2-3

Vacuum sealed. High resistance laminated aluminium bag, suitable for
food contact

TOASTING EQUIVALENCE
TRADITIONAL ZIGZAG MINI ZIGZAG
LT 170-180°C  170-180°C
MT- 190 °C 190 °C
MT 200 °C 200 °C
MT+ 210 °C 210 °C
HT 220 °C 220 °C
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Alternative product that increases the lifespan of a barrel.

Recommended for high quality wines.

Easy installation and use.

It is inserted and removed through the mouth without having to move the bottom.
The system ensures maximum comfort and higiene.

Allows battonages without previously removing.

Allows mixing different oaks and toasting choices .

It can be used at different surface contact rates depending on the objective.

Naturally air-dried for up to 30 months.
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